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Cat. No. Description
Clamping 

Force
Jaw  

Width
Jaw 

Opening
Handle 
Length

Throat 
Depth

Anvil 
Length

GWBVA4 4" Mechanic’s Bench Vise with Anvil 3700 lbs. 4" 4" 8.7" 3.4" 3"

GWBVA6 6" Mechanic’s Bench Vise with Anvil 6600 lbs. 6" 6" 10.1" 4.1" 4"

GWBVA8 8" Mechanic’s Bench Vise with Anvil 7700 lbs. 8" 8.5" 10.1" 4.5" 4.5"

360° Swivel Base
Full rotation with two 
lockdown clamps

Fully Enclosed Slide Bar
Keeps interior components 
fully sealed and lubricated

Large, Heavy-Duty Anvil
Provides flat area for shaping 
and fabrication work

Heat Treated Flat Jaws
Serrated and hardened for 
excellent grip and clamp force

High Leverage Spindle
Allows for smooth and strong 
application of clamp force

30,000 PSI Cast Iron
For high-strength durability

Pipe Jaws
Provides grip when working 

on round work pieces

UPGRADE YOUR GARAGE
The GEARWRENCH line of Lifting and Shop Equipment offer best-in-class speed and ease of use around the 
shop. GEARWRENCH shop equipment products are designed for auto techs and professionals, allowing them 
to work safely and efficiently. GEARWRENCH Mechanic’s Bench Vises are strong, durable, and built to last.
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